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NOTES:

1.

FOR DETAILS ON COMBINATION CONCRETE CURB AND GUTTER TYPES 'A’,'B’ AND ‘C’

8’ PLAIN CEMENT CONCRETE PAVEMENT (COMMERCIAL)

SECTION A-A

SEE

STANDARD NO. MD-620.02 FOR SIDEWALK EXPANSION JOINTS SEE STANDARD NO. MD-655.01.

WHEN AN EXISTING ENTRANCE
BE CONSTRUCTED TO TIE

IS LESS THAN 20 FEET
INTO THE EXISTING ENTRANCE AS DIRECTED BY THE ENGINEER.

IN WIDTH A UNIFORM TAPER SHALL

REFER TO STANDARD NO. MD-630.02 FOR CURRENT VERSION.
REFER TO 11.0 FOR ENTRANCE DESIGN STANDARDS.

DEPRESSED CURB ENTRANCE
ENGINEERING ACCESS PERMITS




A=

LIMIT OF PAYMENT FOR PLAIN CEMENT CONCRETE PAVEMENT

NORMAL
SIDEWALK 3'-0" MIN. 3'-0" MIN.
(TYP.) ENTRANCE WIDTH 20’ MIN. (TYP.)
DEPRESSED FOR EXISTING ENTRANCE SEE DEPRESSED NORMAL
SIDEWALK NOTE NO.2 SIDEWALK SIDEWALK
GRASS [TTTTTTTTTTTTT GRASS
w - ENTRANCE APRON
:Z[)%Q or| P — SIDEWALK — g l,l — SIDEWALK ]
T IEw —12:1 SLOPE ] a2 % ——te:! SLOPE—
<2 ey B owax. — 3 MAX.
w S=Z :‘
v o
[ ~
// /| COMBINATION
CONCRETE CURB
AND GUTTER
~ / \

cma B 4 A N expans ton

i :xo EXPANS [ ON FLOW LINE JOINT MATERIAL

LS9 o3 JOINT MATERIAL

-8a B PLAN

(&) (&)
CURB TRANSITION CURB TRANSITION
8'-0" WITH 8'-0" WITH
TYPE ‘A’ CURB ENTRANCE WIDTH 20’ MIN. TYPE ‘A’ CURB
6 -0" WITH 6'-0" WITH
NORMAL TYPE ‘B’ CURB TYPE 'B’' CURB
CONDITIO NO NO FLOW LINE
DEPRESSION DEPRESSION
WITH TYPE BACK OF DEPRESSED CURB WITH TYPE
b C’ CURB “C’ CURB | L
VARIES%> 1 Y / VARIES
? | 3/1? _ | T
_____ '__________________________________5\__________'______
SUBSURFACE COMBINATION
ELEVATION CONCRETE CURB & GUTTER
10" g"
NORMAL 2 VARIES | TIE IN ENTRANCE GRADE
CONDITION CONC. ENTRANCE APRON VARIES ) AT HINGE OR R/W LINE
CURB
SIDEWALK VARIES , &2
N
Na <-48:1 SLOPE_ _ __ | __1_____
" s e %
8“ (TYPE ‘A’ CURB) | 4Ry
6" (TYPE ‘B’ CURB) e ~ €8
RS SEE PLANS FOR ENTRANCE
u‘__a;}; PAVING SECTION
;j/" 6' PLAIN CEMENT CONCRETE PAVEMENT (RESIDENTIAL)
EXPANSION JOINT MATERIAL 8' PLAIN CEMENT CONCRETE PAVEMENT (COMMERCIAL )
SECTION A-A

NOTES:

1. FOR COMBINATION CONCRETE CURB AND GUTTER TYPES ‘A’, ‘B’ AND ‘D’ SEE STANDARD NO.
MD-620.02 FOR SIDEWALK EXPANSION JDINTS SEE STANDARD NO. MD-655.01.

2. WHEN AN EXISTING ENTRANCE IS LESS THAN 20 FEET IN WIDTH., A UNIFORM TAPER SHALL BE
CONSTRUCTED TO TIE INTO THE EXISTING ENTRANCE AS DIRECTED BY THE ENGINEER.

3. WHEN SIDEWALK IS USED IN SOME CASES, THE BACK EDGE OF THE SIDEWALK MAY HAVE TO BE
DEPRESSED SO THAT THE ENTRANCE APRON GRADE WILL NOT EXCEED 12:1 (8.33%) WITHIN THE
SIDEWALK AREA.

4. REFER TO STANDARD NO. MD-630.01 FOR CURRENT VERSION.

5. REFER TO 11.0 FOR ENTRANCE DESIGN STANDARDS.

DEPRESSED CURB ENTRANCE
ENGINEERING ACCESS PERMITS




